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LUBRISILK® TURBINE FLUID 
 
LubriSilk® Turbine Fluid (LSTF) with Boron-CLS-Bond® is formulated with advanced sub-nano sized Boron 
ingredients. Its active chemical process creates a permanent nanometer layer of extremely low-friction crystal 
lattice molecular structures (CLS) that become part of the working metal surfaces.  
 
USAGE 
 
Please contact us for more information. 
 
APPLICATIONS 
 
Please contact us for more information. 
 
SPECIFICATIONS 
 
ISO VG    ASTM D-2422……... 32/46 
SAE Grade………..…………………..... 5W-20 
Viscosity Index   ASTM D-2270….….. 187 
Specific Gravity   ASTM-D-1298..….... .918 
Flash Point   ASTM-D92……....…. 310°C 
Fire Point   ASTM-D92……….… >350 °C 
Pour Point   ASTM-D97……….… -45 °C 
Biodegradability   CEC L-33-T-82…….. 80 
Dilectric Strength ASTM D-877…….… 48kV 
 
PACKAGING 
 
Bottle……....16 oz  /   473 ml 
Bottle……....32 oz  /   946 ml 
Pail………….35 lb  /   16.6 litre 
Drum………400 lb  / 189.3 litre 
Tote………2000 lb  / 946.0 litre 
 

        
 


